
    220 V DC; 0,6A   Housing material  Al alloy or 316 SS
   - 230 V AC; 2,5A      - Depends on the versionEx version  
    220 V DC; 0,3A      

Electric rating  400 V AC; 10A   Wetted parts material 316/316L SS

OOperating temperature  250 C       - Cable gland included
   - 10     OEx version  0 C Protection class IP66
Ambient t O Oemperature -25 C…+ 70 C      - IP68 upon request

Technical data

Max. medium pressure 2,5 MPa   Cable entry  M20x1,5

3  Min. medium density 0,70 g/cm  Contact sets  2x SPST

The limit level signalling or two-term liquid level control in the open or closed pressure tanks. The level 
switches can operate in neutral liquids, or aggressive ones not acting on 316/316L stainless steel.

Description

with JIS 5K65A flange and test device
Level switch ERH 

     and DNV, BV, PRS maritime certificates

All versions have DNV, BV and PRS maritime certificates. ATEX Certificate marking      II 1/2G c Ex de IIB T4 Ga/Gb.

ERH-01-06-3-K acc. CON-16/093   full stainless steel version

Ordering procedure

ERH-01-06-3 acc. CON-16/093  basic version
ERH-01-16-2 acc. CON-16/093    basic Ex-version with ATEX certificate

ERH-01-16-2-K acc. CON-16/093   full stainless steel Ex-version with ATEX certificate

NOTE

Mounting spindles included, screws upon request.

By default, the test device allows to test the operation of the level sensor when the liquid level is below the switch (empty tank). 
Optionally, it is possible to rotate the level switch 180 degrees to test its operation when the liquid level is above the switch (full 
tank). Alternatively, please add a note to your request, that the test device be factory-installed in this position.

ab. 140ab. 250 (ab. 300 for Ex version)

other rod length upon request
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